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TROUBLESHOOTING: 

 1. Color tube is showing a yellow color even when bin is empty.
    a. High moisture or coated granular materials can cake and stick to the bin wall. Visually check 
        inside bin to see if granular material has stuck(caked) onto the bin wall against the activator.

 

  b. If granular materials do not appear to be causing improper activator operation then tighten the 
      return spring tension by turning the thumbscrew in a clockwise direction until color tube shows 
      a completely black color.    

 2. Color tube not rotating a full 180° to yellow color while detecting granular material at
     installed height.
       
         

  a. Granular material you are storing is not in the weight range for the width of the activator bar.
      See  Specifications/Requirements section on page 2.
     

CAUTION GRAIN TRAPPING HAZARD!!
Always use proper safety equipment such as a climbers harness secured to an adequate anchor 
point to prevent accidental falls and grain entrapment.

  b. Reduce return spring tension by turning the thumbscrew counterclockwise. Check 
       activation by filling the bin to the level of the activator again.
     

REMOVAL PROCEDURE:

1. Remove indicator body from activator by turning indicator body clockwise then pull straight
    outwards to remove.

2. Firmly grasp connecting rod and pull upward to remove connecting rod from activator.

3. Insert installation plug into activator by pushing straight in then turning counterclockwise until it
    stops.

4. Remove activator nut and allow activator to fall toward the inside of bin. 

5. Use a needle nose plier to grasp the end of the activator arm and rotate activator in continuous 
    motion while gently feeding unit out through hole.

 
 DO NOT remove activator if granular material is at or above the level of the activator.
 
 

IMPORTANT:


